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Applications: 4

+ Optimal printing quality.
- Sustainable packaging.
- Light industry.

- Food and beverage.
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White Top Testliner C i,

Conformity.
ta rget characteristics
TEST STANDARD UNIT BLANCO LINER SAICA
) o ISO 536 5
Nominal basis weight 1SO 18522 g/m 1o 120
Nominal moisture index On-line % 8 8
kPa 165 180
. ISO 2758
Bursting strength
1SO 18522 kPa.m?/g 15 15
1SO 9895 kN/m 14 1,6
SCT.CD 1SO 18522
kN.m/kg 13 13
COBB-60 ISO 535 g/m? 35 35
Brightness ISO 2470-1 % 68 68
b* ISO 5631-2 -3 -3
ISO 8791-2 .
Roughness (Bendtsen) 1SO 18522 ml/min 400 400
guaranteed characteristics
TEST STANDARD UNIT BLANCO LINER SAICA
Nominal basis weight 1SO 536 g/m? 10 120
Mean basis weight ISO 18522 nominal + 3%
Nominal moisture index 8 8
On-line %
Mean moisture index nominal -1+0,5
kPa 143 156
. ISO 2758
Bursting strength
1SO 18522 kPa.m?/g 13 13
1SO 9895 kN/m 1,2 13
SCT.Cb 1SO 18522
kN.m/kg il n
COBB-60 maximum 1ISO 535 g/m? 50 50
Brightness min/max. ISO 2470-1 % 65-71
Plybond minimum TAPPI T 833 J/m2 180 180
Production centre SP SP

The index guaranteed values refer to the nominal basis weight.

Access the complete and always updated file. Valid from May 2025.



