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ta rget characteristics
TEST STANDARD UNIT HIDROFORCE
. . . ISO 536
Nominal basis weight 1SO 18522 g/m?2 145 160 170
Nominal moisture index On-line % 9 9 9
1SO 9895 kN/m 41 4,5 4.7
SCT,Cb 1ISO 18522
kN.m/kg 28 28 275
. - ISO 7763
S-Test MD (*¥) 1SO 18522 kN/m 2,25 2,60
N 363 400 425
CMT 30/50, MD* 1ISO 7263
N.mz2/g 2,5 2,5 2,5
kN/m 32 35 37
CCT 30/50, CD 1SO 16945
kN.m/kg 22 22 22
guaranteed characteristics
TEST STANDARD UNIT HIDROFORCE
Nominal basis weight 1SO 536 g/m? 145 160 170
Mean basis weight 15018522 nominal + 3%
Nominal moisture index 9 9 9
On-line %
Mean moisture index nominal -1+0,5
1SO 9895 kN/m 38 42 44
SCT.CD SO 18522
kN.m/kg (*) 26,5 26,5 26
. - 1SO 7763
S-Test MD (*) 190 18572 kN/m 1,95 2,30 2,50
N 319 352 374
CMT 30/50, MD* 1ISO 7263
N.m2/g (*) 22 22 22
kN/m 29 32 34
CCT 30/50, CD 1ISO 16945
kN.m/kg (*) 20 20 20
Production centre SP SP SP

(*) The index guaranteed values refer to the nominal basis weight.

(**) S-Test values associated are indicative

Access the complete and always updated file.

Valid from October 2025.



