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GAMME STANDARD DES PAPIERS - SAICA PAPER /Og papiers 100% \’
EUROPE OCCIDENTALE ET CENTRALE Q_

recyclés et
recyclables

HIDROFORCE semichemical fluting type high performance 145 160 170
Cannelures
a hautes HIDROPLUS SAICA semichemical fluting type plus 140 150 160 170 180 190

8 performances
o
g HIDROSAICA semichemical fluting type 105 115 127 135 145 160
&
% Cannelures légeres SAICA MEDIUM recycled fluting 75 80 85 Q0 95 100 105
5

auﬁ&rear?tﬁzfers naturé\, Brown high performance recycled liner 115 125 135 150 165 185 195 215 245

Doubleusage = DUOSAICA testliner 2 / fluting 75 80 85 QO 95 100 110 120 130 140 150 160 200 230 280

|nf|n|te Coated white top testliner coated 125 135 150 165 180 195

[%)] OO0
(Z) Couchés I nfi ni te | |t h oS white top testliner coated 160 180 195 210
é (®,2)]
E/g Infinlteinnova white top testliner light coated 100 115 135 165
L
= SAIKRAFT BLANCO  white top testliner A 15 e -
a

Non couchés

BLANCO LINER SAICA white top testliner C 110 120




